
CORONA DIESEL 

CP1H PULL AND DRIVE TOOL BOX 

 
 
 
 
 

P.N: CD05-CMR-NE 

Box description: 
 
1) 555-E: Puller Kit, with 285g counterweight; 
2) 555-E1: 14x1,5 spare head for Siemens,Cp1-Cp3 pump, injector etc.; 
3) 555-E2: Transfer pressure valve puller head for Siemens pumps;  
4) M6MOD: Modified male to pull sinking cap of Cp1H pump filter; 
5) IFB1: Puller to extract Cp1H pump bottom axis bushing from ø75 ahead; 
6) HI-2: Cp1H pump bottom axis bushing driver ø70; 
7) HI-1: Cp1H pump bottom axis bushing driver ø75; 
8) HG-1: Cp1H pump driver guide; 
9) F5E: Cp1H pump filter puller head ; 
10) T8E:  ø8 quick connection inlet tube puller; 
11) T10E: ø10 quick connection inlet tube puller; 
12) T16E: ø16 quick connection inlet tube puller; 
13) 555-E3: 735g counterweight; 
14) HM-1: Cp1H pump driver guide handler; 
15) IFG1: Cp1H pump rubber iron o’ring driver 

P.N: CD05-CMR-N (without ectracting 555-E) 
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